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PET Expandable Sleeve
Foctres

1.Extremely lightweight

2 Keeps it's flexibility under a wide range of temperatures

3. Made of polyester /
4 Economical & Easy To Install {178
5 Resists Gasoline, chemicals & Cleaning Solvents :
6.Expands Up to 150% of Initial Diameter

7.Cut & Abrasion Resistant

DATA SHEET

Physical Properties

NOMINAL SIZE THIGKNESS EXPANDED RANGE m
e [ |
INCH
18" 3

Material:PET Monofilament

MJ-PEBS003 1 B 1000

MJ-PEBS006 114" 5 500 chrking Temperature:—?DC'C to 125°C

MJ-PEBS008 516" B 5 12 350 Melt Point:2607

MJ-PEBS010 ag" 10 T 17 350 FIammability:bWJ

e e o " . - — Standard Color:Black Gray White

MJ-PEBS015 508" 15 10 27 250

MPEBS020 P 20 .t ag s Certification:ROHS Reach Halogen free UL CS5A
MJ-PEBS025 1 25 e 18 33 200 Cutting Tool:Hot Knife

MJ-FEBS032  1-1/4" 32 20 50 150

MJ-FEBS038  1-1/2" 38 30 B0 100

MJ-PEBS045  1-34° 45 35 75 100 ; HALOGEN

MJ-PEBSDS0 T 50 40 BO 100 Rg ‘s B“ @ @
MJ-PEBS064 212" B4 45 105 100 S

MJ-PEBS076 ¥ 76 64 120 100

http://www.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775



UL94 VO Flame Retardant PET Expandable Sleeve

1.ULS4 VO flame retardant ratio

2 Extremely lightweight

J.Keeps it's flexibility under a wide range of temperatures
4 Made of polyester

5.Economical & Easy To Install

6.Resists Gasoline, chemicals & Cleaning Solvents
7.Expands Up to 150% of Initial Diameter

8 Cut & Abrasion Resistant

DATA SHEET

FART NO THT:':FSS MIN.)
n ity m Material:PET Monofilament

MJHPEBSO03 118" 3 1 6 1000 Working Temperature:-70C to 1257
MJI-HPEBSD0E 144 6 3 ] 500 Melt FD]HtEﬁ[]OC
MJ-HPEBSO08  5/16" 8 5 12 350 L
Flammability:UL94 V0
MJ-HPEBS010 3" 10 7 17 350
MJ.HPEBS01Z2 172 12 8 20 300 Standard Color:Black,  Gray White
MJ-HPEBS015  5/8 15 10 27 250 Certification:ROHS, Reach Halogen free UL CSA
MJ-HPEBS0D20 34 20 0.25 14 30 200 Cutﬁng T'BGI:HOt Knlfe
MJ-HPEBS025 P 25 18 33 200
MJ-HPEBS032  1-1/4° a2 20 50 150
MJ-HPEBS038  1-1/2° 8 0 60 100
MJ-HPEBSD45  1-314° 45 35 75 100 sp A
K CRPLANT
MJ-HPEBS050 g 50 40 80 100 s
MJ-HPEBS0B4  2-1/2° B 45 105 100
MJ-HPEBSOT6 3 76 64 120 100

http://www.mj-flex.com, Emailiinfo@mj-ist.com, Tel:86-592-6053775



Clean Cut Expandable Sleeve

1.Expands Up to 150% or More

2.Cuts Easily With Scissors

3 Provides Professional Look on Products

4 Resists Common Chemicals, Solvents, and UV Damage
5.Economical and Easy to Install

6. Abrasion Resistant

7 Flame Retardant

8.Halogen Free - RoHS Compliant

DATA SHEET

PART NO (MM)
(MISPOOL)
3

L 1000

MJ-CCS003 18" 1

MJ-CCS006 1147 6 3 B 500
MJ-CCS008 &r16" 8 § 12 350
MJ-CCS010 g 10 7 17 350
MJ-CCS012 12 12 s 20 300
MJ-CCS015 S 13 10 27 250
MJ-CCS020 kb 20 14 30 200
MJ-CCS025 1" 25 e 18 3 200
MJ-CCS032 1-1/4" 32 20 50 150
MJ-CCS038 1172 38 30 60 100
MJ-CCS045 1-34" 45 35 75 100
MJ-CCS050 z 50 40 80 100
MJ-CCS064 2-12" G4 45 105 100
MJ-CCS0TE ¥ T8 64 120 100

&~

Physical Properties

Material:PET Monofilament

Working Temperature:-70C to 1257

Melt Point:2607C

Flammability:\/W-1

Standard Color:Black Gray White
Certification:ROHS Reach Halogen free UL CS5A
Cutting Tool:Scissor

£ @ ¢ W <

http://www.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775






PPS Expandable Braided Sleeve
.

1.Ultra lightweight and flexible for ultimate protection

2 Ultra abrasion resistant
3.UL 94 VO Approved

4 Virtually Impervious to Chemical Damage
5. Expands Up to 150%

6.Cuts Easily With Hot Knife

T m

MJ-PPSS003
MJ-PPSS006
MJ-PPSS008
MJ-PPSS010
MJ-PPS5012
MJ-PPSS015
MJ-PPSS020
MJ-PPSS025
MJ-PPSS032
MJ-PPSS038
MJ-PPS5045
MJ-PPSS050
MJ-PPS5064
MJ-PPSS0T7E

178"
114"

&M1g*

1-1/4"
1172
1-304"

242"

DATA SHEET

THICKNESS
(Mm)

0.20

1
K
5
7
B

1000

AT

/ N\
¥,

Physical Properties

Material:PPS Monofilament

Thickness:0.20mm

Working Temperature:-707C to 2007

Melt Point:285C

Flammability:UL94 VO

Standard Color:Black
Certification:ROHS, Reach Halogen free UL, CSA
Cutting Tool:Hot Knife

4 @ @ W S

http:/'www.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775







Nylon Flat Filament Braided Sleeve
Feactrss :

1.Braided from 0.20" Nylon Polyamide Monofilament
2 Provides Professional Look on Products
3.Resists Common Chemicals, Solvents, and UV Damage

4 Economical and Easy to Install
5.Cut and Abrasion Resistant
6.5Special Heavy Duty Construction

f Provides reliable full coverage

8 Halogen Free - RoHS Compliant

DATA SHEET

THICKNESS )
= ]ty [ | weroos [
(M/SPOOL) )
Working Temperature:-607 to 1607

MJ-NFBS008 516" 8 5 12 100 Melt POth:EﬁﬂOC
MJ-NFBS012 1z 12 g 16 100 Flammability:V\W-1
. A s i - - Standard Color:Black
0.50 Certification:ROHS
MJ-NFBS032 1-1/4" 32 25 42 100 : .
3 Cutting Tool:Hot Knife
MJ-NFBES0D45  1-3/4" 45 38 59 100

MJ-NFBS0B4  2-1/2" 64 45 60 100 Rg ‘s Pg @ so-:--ﬁ:a:
s

http:/'www.mj-flex.com, Emailinfo@mij-ist.com, Tel:86-592-6033775



Woven Split Tubular Harness Wrap

1.25% edge overlap

2 Halogen Free - RoHS Compliant

3.Provides Professional Look on Products

4 Resists Common Chemicals, Solvents, and UV Damage
5.Cut and Abrasion Resistant

6.5plit to allow breakouts and easy access

7 Woven material provides extra protection

DATA SHEET

NOMINAL SIZE PACKING
PART NO overLap | MAX E:JM";LE B

MJ-STHWO003 1/8" 3 4 100
MJ-STHWOD5 1/4" 5 6 100
MJ-STHWOOE 5/16" 8 g9 100
MJ-STHWO00S 38 10 11 50
MJ-STHWO13 1/2* 13 14 50
MJ-STHWO16 5/8° 16 25% 17 25
MJ-STHWOD18 3i4 18 5%; 20 25
MJ-STHW025 1" 25 27 25
MJ-STHWO029  1-1/8" 29 a 25
MJ-STHW032  1-14" a2 34 25
MJ-STHWO38  1-1/2" 38 40 25
MJ-STHWOS0 2 50 52 25

Physical Properties

Material:PET multifilament+monofilament

Working Temperature:-607 to 1607

Melt Point:260C

Flammability:UL94 VO

Standard Color:Black
Certification:ROHS5 Reach Halogen free UL CSA DINSS10
Cutting Tool:Hot Knife

a2 @ @ W @

http://www.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775



Semi-Rigid Split Braided Tube

1.25% edge overlap

2 Halogen Free - RoHS Compliant

3.Provides Professional Look on Products

4 Resists Common Chemicals, Solvents, and UV Damage
5.Cut and Abrasion Resistant

6.5Split to allow breakouts and easy access

DATA SHEET

NGMEN.A.L SIZE
MAX BUNDLE DIA

PART NO OVERLAP (MM)
INCH

MJ-SPBS003 1/8 4
MJ-SPBS006 1/4° 6 7
MJ-SPBS009 3/8" 9 10
MJ-SPBS013 102" 13 14
MJ-SPBS016 5/8" 16 Eggﬁ 17
MJ-SPBS019 314" 20 50% 20
MJ-SPBS025 1 25 26
MJ-SPBS032 1-1/4" 32 33
MJ-SPBS038 1-1/2" 38 40
MJ-SPBS050 ™ 50 52

PACKING

(M/SPOOL)

Physical Properties

Material:PET monofilament

Overlap:25% or 50%

Working Temperature:-607 to 1607

Melt Point:2607

Flammability:UL94 VO

Standard Color:Black Gray White
Certification:ROHS, Reach Halogen free, UL
Cutting Tool:Hot Knife

T ewa

http:/'www.mj-flex.com, Email info@mj-ist.com, Tel:86-592-6053775






Silent Braided Wrap
Feactures

1. Woven by polyester monofilament and multifilament

2 Offers excellent reduction of noise.

J Side entry design makes it easy to install, remove, and reuse for
wire harness or cables.

4 Especially suitable for difficult installed areas such as door
panels or dashboards.

5 Most commonly used on wires harness and cable assemblies
providing a tough, durable protection and noisy reduction in the
automotive, railway. industrial machinery fields.

DATA SHEET Material:Polyester monofilament and multifilament
| Inner Diameter | | PACKING |

Operating:-50C -+ 1507
OVERLA| MAX BUNDLE DIA Moit Polit. ot 0L
PARTNO MISPOOL Flammability:VW-1
{ ) Standard Color:Black
Certification:ROHS Halogen free

i e 6 200 Cutting Tool:Hot knife

MJ-RSCW009 9 10 100

MJ-RSCWO013 13 259 14 o0

MJ-RSCW019 19 ’ 20 25 ;

MJ-RSCW025 29 26 25 Rg @ ‘s Dﬁ @ prui-,»-::" ;a
S

MJ-RSCW032 32 33 25

http://www.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775






Zipper Braided Sleeve Cable Wrap
S

1.Bundles cables at any point along the run, easily avoiding large connectors
and plugs for quick and easy installation

2 Zipper provides maximum security for cables, unlike other side-entry or split
braided sleeving that can easily be removed by accident

J.Heavy duty polyester construction ensures great durability

4 |deal for quick and easy cable management in homes, offices, and even

industrial facilities

DATA SHEET Physical Properties
PART NO MAX BUNDLE DIA Wrap Material:PET multifilament+monofilament

ID(MM) i (MIL) Zipper Material:Nylon

Working Temperature:-507 to 1507

MJ-ZCTWO020 20 73 22

MJ-ZCTWO025 25 a8 27 Melt Point:2507C

MJ-ZCTW030 30 104 32 Flammability:VW-2

MJ-ZCTWO035 35 120 a7 Customized Standard Color:Black, Gray White
MJ-ZCTWO040 40 135 42 Length Certification:ROHS Reach
MJ-ZCTWO045 45 151 47

MJ-ZCTWO50 50 170 52 — ———
MJ-ZCTWOB0 60 198 62 Rg FREE s P-t .-?—3'" )
s

http:/'www.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775



Zipper Expandable Cable Sleeving
N

1.Bundles cables at any point along the run, easily avoiding large connectors
and plugs for quick and easy installation

2 Zipper provides maximum security for cables, unlike other side-entry or split
braided sleeving that can easily be removed by accident

J.Heavy duty polyester construction ensures great durability

4 |deal for quick and easy cable management in homes, offices, and even
industrial facilities

Physical Properties
DATA SHEET
NOMINAL SIZE m Wrap Material:PET monofilament
SPREAD MAX BUNDLE DIA

Zipper Material:Nylon
Working Temperature:-507 to 1507

MJ-ZBW020 20 73 30 Melt Point:250C

MJI-ZBWO25 25 88 ar Flammahility'UW-E

MJ-ZBWO30 30 104 45 .
Standard Color:Black, Gray White

oo % . - Customized Certification-ROHS Reach

MJ-ZBW040 40 135 60 Length '

MJ-ZBWD45 45 151 67

MJ-ZBWOS0 50 170 75 FREE s D“ @
MJ-ZBWOB0 60 198 90 s

http://www.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775



Zipper Shielding Wrap
Feactrss

1.Consists of a highly flexible tinned copper shielding mesh

2 Using an internal shield overlap, a grounding strap and a heavy
duty zipper wrap.

J.Providing excellent EMI shielding

4 Being anti-noisy, flame-retardant and anti-abrasion

5 Widely used in communication systerm, electronic medical

equipments and military equipments.

DATA SHEET
o
MAX BUNDLE DIA
(MM)
R
MJ-ZECWO016 16 10~16
MJ-ZECWO020 20 1i=20 Cuklaanisad
Length
MJ-ZECWO030 30 21~30
MJ-ZECWOS0 a0 31~50

Physical Properties

Material:Polyester multifilament+Copper Shield Mesh
Operating range:-50°C to 1507

Melt Point:240+107C

Flammability:DIN5510

Standard Color:Black

Certification:ROHS Halogen free

4@ ¢ W <

http:/'www.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775



Hook and Loop Braided Flexo Cable Wrap Sleeving

1.Braided from polyester multifilament

2 Halogen Free - RoHS Compliant

3.Provides Professional Look on Products

4 Resists Common Chemicals, Solvents, and UV Damage

5.Economical and Easy to Install

6.Cut and Abrasion Resistant

f Hook and Loop structure provide easy fastening

8 Expands to fit in-line connectorsasoling, Salt Water, and Engine Chemicals

10.Deflects High Pressure Hose Ruptures

DATA SHEET
PART NO S?F:ITDETTID MAX B;.:I IIIll;.l'.;lLE DIA

ID{MMI (M/SPOOL)
MJ-VMWO20 20 80 22
MJ-VMWO25 25 95 27
MJ-VMWO30 30 115 32 50mM/ROLL
MJ-VMWO35 35 130 37 25”“;0&
MJ-VMW040 40 148 42 Customized
MJ-VMWO45 45 162 47 Length
MJ-VMWO50 50 178 52
MJ-VMWOG0 60 210 62

Physical Properties

Wrap Material:PET multifilament+monofilament
Velcro Material:Nylon

Working Temperature:-507 to 15017

Melt Point:2507C

Flammability:\V'W-2

Standard Color:Black

Certification:ROHS5, Reach

9 & 0o s

http://www.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775




Hook and Loop Shielding Wrap
Feacturss

1.Consists of a highly flexible tinned copper shielding mesh

2. Using an internal shield overlap, a grounding strap and hook and
loop structure provide easy fastening

J.Providing excellent EMI shielding

4 Being anti-noisy, flame-retardant and anti-abrasion

5 Most commonly used in railways, automotive, where the wire harnesses need
EMI shielding and durable protection

Physical Properties
DATA SHEET
Wrap Material:Polyester multifilament+Copper Shield Mesh
e MAX BUNDLE DIA m Velcro Material:Polyamide

Operating Temperature:-507C to 1257
Melt Point:240+107C

MU-HLSWO10 10 6~10 Flammability:DIN5510
MI-HLSWO016 16 10~16 Standard Color:Black

50m/spool Certification:ROHS Halogen free
MJ-HLSWD20 20 17~20 or Z ;

25mispaol Cutting tool: Scissors

MJ-HLSW030 30 21-30 _
' HALOGEN
FREE SP REACH
MU-HLSW050 50 31~50 4

http://www.mj-flex.com, Emailiinfo@mj-ist.com, Tel:86-592-6053775



Hook and Loop Braided Wrap
Feactres

1.Braided from 0.10" PET Monofilament Yarns

2 Halogen Free - RoHS Compliant

3.Provides Professional Look on Products

4 Resists Common Chemicals, Solvents, and UV Damage
5.Economical and Easy to Install

6.Cut and Abrasion Resistant

f Hook and Loop structure provide easy fastening
8 Expands to fit in-line connectors

DATA SHEET

PACKING Wrap Material:PET monofilament
PART NO MAX B:"M”PELE DIA Velcro Material:Nylon
(MISPOOL) Working Temperature:-501 to 1507

T & o Melt Point:2507

; Flammability:VW-2
MJ-VCBWO18 19 12 Standard Color:Black

50M Certification:ROHS5, Reach
MJ-VCBWO032 32 20 25M
! HALOGEN
MJ-VCBWO051 51 32 Rg ‘S pu @ @
S

MJ-VCBWOB4 G4 40

http://iwww.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775



PVC Reversible Button Cable Wrap
S

1.Excellent insulation and abrasion resistance

2 Button Fasteners allows for cable breakouts

3.Reversible design allows choice of Grey or Black side to
fit installation needs

4 Easy to install and remove

5 Cut with scissors

6. Widely used to protect wires of high and low voltage
power converters and all kinds of mechanical equipment.
Also used to protect automated devices

Physical Properties

DATA SHEET

oarTNG | SPREADwiDTH | MAXINSTALL Wrap Material:PVC
(Mm) MM
) Working Temperature:-151 to 85T
MJ-PBCWO15 75 14 50 Flammability:UL94 VO
MJ-PBCWO020 90 19 50 Standard Color:Black/Gray, Gray/Gray
MJ-PBCWO025 100 24 50 Certification:ROHS5 Reach
MJ-PECWO30 115 29 50 Cutting Tool:5cissor
MJ-PBCWO40 146 39 50
A HALOGEN

MJ-PBCWOS0 175 49 50 Rg FREE (S p L @ @
MJ-PBCWOTO 241 69 50 S

MJ-PBCW100 333 99 50 http://www.mj-flex.com, Email:info@mj-ist.com, Tel:86-592-6053775






Zip Spiral Cable Wrap
.

1.Fun and colorful way to personalize your cable management
2 Harmless deterrent to protect cords from chewing pets

3. Quick & Simple To Install

4 Enhanced Protection From Abrasion

5. Will Not lose Coil Strength With Repeated Flexing

6.Easily Removed & Re-Applied

7 RoHS Compliant

8.Easily cuts with scissors without fraying for easy preparation
9 Ideal For Cable Management & Industrial Applications

Physical Properties

DATA SHEET
m Material:Polyethylene
PART NO TH'?:::FSS HEX E:','ﬂ",:}"E oA Working Temperature:-30C to 100°C
MJ-ZPCWO008 8 1~15 4.0~80
MJ-ZPCWO10 10 1~15 5.0~10.0 Flammability-None
MJ-ZPCWO16 16 1~1.5 8.0~16.0 5O0M Standard Color:Black Gray White
MJ-ZPCio22 2 1-48 120-220 iy Certification:ROHS, Reach
MJ-ZPCW028 28 1~15 16.0~28.0 Customized

MJ-ZPCWO032 32 1-1.5 20.0~32.0 Length

HALDGEN
MJ-ZPCWO040 40 1~15 25.0~42.0 Rg ‘s p.t @ @
MJ-ZPCW042 42 1~15 35.0~50.0 5

http:/'www.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775






ABS Vertebrae Spiral Cable Spine
Feactrss

1.Material: Forged with high quality ABS material, it is sturdy and durable.

2 Attractive cable-management spine adjusts and bends to keep cables
organized and out of view to keep your wiring neat and tidy.

3.The cable spine routes cables from floor to desk and provides mechanical
protection and strain relief.

4 Protect cables from chewing pets/rats and cable pulling children.

5.Designed specially for height adjustable desks / sit-stand tables, bend or
straighten natually with the movement of the desk reduce or increase the

; ! : . Physical Properties
length by removing / adding one or more interlocking blocks.

Material:ABS

_ Working Temperature:-30 to 1007

Flammability:None

75mm W*760mm L (15 joints) Standard Color:Black, Silver, White

Certification:ROHS

4 ¢ W &

http://www.mj-flex.com, Emailinfo@mj-ist.com, Tel.:86-592-6053775
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Nylon Hydraulic Hose Protection Sleeve

1.Constructed of tightly woven nylon filament

2 Resistant to abrasion, cuts, heat, and UV/ozone deterioration

J.5Sleeving extends hose life and safely deflects high pressure
oil spray in the event of a hose leak

MJ-NHPS020

MJ-NHPS025
M.I-NHFPS030
MJ-NHPS035
MJ-NHPS040
MI-NHPS045
MJ-NHP2050
MJ-NHPS0E0
MJ-NHPSOT0
MJ-NHPS080
MJ-NHPS000
MJ-NHPS100
MJ-NHPS115
MJ-NHP5145
MJ-FHES1TE

MI-FHSS200

20.0
25.0

30.0

0.0

70.0

B0.0

0.0

100.0

115.0

145.0

176.0

200.0

DATA SHEET

FLAT WIDTH THICKNESS
MM (M)

120
15.0

18.0

aro

4.0

50.0

56.0

62.0

T2.0

20.0

110.0

125.0

PACKING
(ML)
100mispacl
100mfspoal
100mispool
S0mfspool
S0mfapool
Shm/fspaol
50mispool
Shmispoaaol
S50m/spaoal
Shm/spaal
Somspoaol
S0mispool
S0mfspool
Shmispoal
S50mispool

S0mispaal

Physical Properties

Material:Nylon Multiflament

Thickness:1mm

Working Temperature:-607C. to 1257
Melt Point:220+(-)101C

Standard Color:Black
Certification:ROHS MSHA 1506945
Cutting Tool:Hot knife/Scissor

4@ ¢ W <

http://www.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775









Stainless Braided Cable Sleeve
E

1.Expands Upto 150%

2.Cuts Easily With Sheers

J.Will Not Discolor or Rust

4 Easy to Install

5 Great for Exterior Applications

6 Resists Abrasion

f Resists Common Chemicals & Solvents
8 .UV Resistant

9 High Meli Point: 1,454°C/ 2 650°F

10.Halogen Free g ;
Physical Properties

DATA SHEET

Material:304 Stainless Steel Filament

BART O A e THI?::;Eﬁs AN Working Temperature:-40 to 1507
MJ-STES012 12" 12 6 16 100 Standard Color:Tinned Color
MJ-STBS016 5/8” 16 10 20 100 Certification:-ROHS
MJ-STES020 34" 19 12 20 100 Cutting Tool:Scissor
MJ-STBS025 i 25 0.63 20 32 100
=Tl Il AP E®e
MJ-STBSOD38  1-1/2° 38 3z 45 50 S
MJ-STBSD4S  1-314" 45 s 57 50

http://iwww.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775



Copper Foil Shielding Braided Sleeving

1.Will not retain moisture

2 Resists Abrasion, Chemicals, and UV
J.EMI, RFI, and ESD protection

4 Cuts with Shears or Serrated Scissors
5 Provides Full Coverage

6.Can be used for grounding straps

DATA SHEET

NOMINAL SIZE EXPANDED RANGE PACKING
3.0 5 200

Physical Properties

Material:Copper Foil Filament

PART NO

MJ-CESS003 1 K
Working Temperature:-407C to 150C
MJ-CFSS006 6.0 4 8 150 _
Standard Color:Tinned Color
MJ-CFSS008 8.0 5 10 150 _ _
MJ-CFSS010 10.0 7 16 150 Certfﬁcatlun.RQHS
MJ-CFSS012 12.0 8 20 100 Cutting Tool:Scissor
MJ-CFSS015 15.0 10 23 100
MJ-CFSS020 20.0 13 30 100
MJ-CFSS025 250 18 35 100 ;
MJ-CFSS030 30.0 20 40 50 Rg E ‘s p' @ @
MJ-CFSS040 40.0 30 50 50 S
MJ-CFSS050 50.0 40 &0 50

http://iwww.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775









4:1 Dual Wall Heat Shrink Tubing
Feactures

1.Adhesive Will Form Water Tight Seal When Cooled

2 4:1 shrink ratio (shrinks to 1/4 its original diameter)

J Lengthwise shrinkage Approximately 8% During Shrink Process
4 Meets ROHS REACH UL & Halogenfree Requirements
5.Flame Retardant Jacket

6.High Resistance to Chemicals & Qils

— o soneswe | packns |
0| o | o[ o
MJ-HST4-004 4.00 1.00 1.00 0.40 200
MJ-HST4-006 6.00 1.50 1.10 0.40 100
MJ-HST4-008 8.00 2.00 1.50 0.50 50
MJ-HST4-012 12.00 3.00 1.70 0.50 1.22
MJ-HETA-016 16.00 4:1 4.00 2.00 0.50 1.22
MJ-HST4-020 20.00 5.00 230 0.80 1.22
MJ-HST4-024 24.00 6.00 250 0.60 1.22
MJ-HSET4-032 32.00 8.00 2.80 0.70 1.22
MJ-HST4-052 52.00 13.00 3.00 0.70 1.22

Physical Properties

Material:Polyethylene With Hot Melt Adhesive
Shrink Ratio:4:1

Working Temperature:-55T to 1257

Start Shrink Temperature:70°C

Completely shrinking temperature: 125°C
Longitudinal shrinkage:8%

Flammability:\/'W-1
Standard Color:Black
Certification:ROHS5, UL Halogen Free

£ 8 ¢ ® S

http://www.mj-flex.com, Emailinfo@mij-ist.com, Tel:86-592-6053775






Aluminum Foll Fiberglass Sleeve
Feactures

1.Aluminum outer layer laminate to reflect heat

2 Fiberglass inner layer to Insulate and protect fragile contents from
thermal damage failure

3.RoH5 Compliant

4 Resistant to Gasoline & Engine Chemicals

5.Can be easily cut with sharp household scissors

DATA SHEET

NOMINAL SIZE PACKIN i i
- : —— e | b Physical Properties
PART NO -
{mm) Diaf{mm)
“ Flat Width (MISPOOL) - - _ :
Quter Layer Material:High Terperature Aluminum Foil
10.0 19.0

MJ-AFFS010 11.0 50 Inner Layer Material:Fiberglass Fiber

Working Temperature:-507 to 2007

MJ-AFFS016 16.0 29.0 17.0 50 -
Standard Color:Siiver
MJ-AFFS020 200 35.0 21.0 50 Certification:ROHS
1.00 Cutting Tool:Scissor
MJ-AFFS025 250 430 26.0 50

MJ-AFFS030 30.0 5.0 31.0 50 HALOGEN
Rg FREE s p @
MJ-AFFS035 35.0 59.0 36.0 50 S
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Aluminum Foil Heat Reflective Corrugated Conduit

1. Protects from radiant heat by reflecting 95% of the heat that
contacts its surface.

2. High bulk fiberglass for higher thermal insulation value.

3. Cuts cleanly.

4. Protects wiring, cables and hoses from radiant and convective heat.

5. Excellent automotive under-hood protection.

DATA SHEET

PART NO THICKNESS PACKING
{mm) (L)

MJ-ACWLO0S  920.3mm 12.0£0.5mm

Physical Properties

MJACWLD12  12t0.3mm | -15.0£0.5mm Material:Aluminum foil and fiberglass yarn

MJ-ACWLO14  1440.3mm 17.0+0.5mm

Working Temperature:-507 to 2007
Standard Color:Siiver
Certification:ROHS

MJ-ACWLO1E  16:0.3mm  19.0+0.5mm
MJ-ACWLO18  18£0.3mm  21.0£0.5mm
MJ-ACWL020  20:0.3mm  23.0:0.5mm
MJ-ACWLO22  22+403mm 25840 5mm 0.11mm 1mipe Cutting Tool:Scissor
MJ-ACWL025 25:0.3mm  28.720.5mm
MJ-ACWLO28  28+0.3mm  31.840.5mm
HALODGEN
MJ-ACWL032Z  32:0.3mm  35.9:0.5mm Rg ‘s Dy_ @ REACH
MJ-ACWLO40 40+40.3mm  43.8+0.5mm S
MJ-ACWLOB0 6020.3mm  63.80.5mm

MJ-ACWLOBO  B80£0.3mm  83.8+0.5mm http://www.mj-flex.com, Emailinfo@mj-ist.com, Tel:86-592-6053775

-






Explosive Proof LT Flexible Conduit

(Galvanized steel, square-locked core with cord packing to give additional
strengh to prevent unravelling

Smooth wipe clean PVC jacketed, wire braiding.

Liquid-tight IP66/1P67

Good flexibility
High mechanical strength
Flame retardant explosive- proof.

UV protection, moisture proof
Resistance to most of chemicals, such as oil, acids and vapours, etc.

Good Absorption of motion and vibration
Cover does not winkle when bent

Namin

MJ-EPMC-13
MJ-EPMC-11
MJ-EPMC-12
MJ-EPMC-13
MJ-EPMC-14
MJ-EPMC-15
MJ-EPMC-18
MJ-EPMC-17
MJ-EPMC-18
MJ-EPMC-18

DATA SHEET

al Size | Nominal Sizo Min. Bend o
18 g 123-128 185-19.0 75 50

15.7 -
20.7 -
262 -
T
40.0 -
51.3-
629-
77.8-
101.6 -

16.3
2.2
26.8
354
40.6
59
63.6
8.7
1026

21.8
26.2

42.4
48.4

734
88.9

114.3 -

-22.3
277
33.8-
-432
- 48.3
B0.4 -
-74.0
-89.9

344

B13

115.3

a5

g8 g8 Rae

B B8 8288

15
10
10

Physical Properties

Tubing Material:Stainless Ste;;

Coating Material:Polyvinyl Chlonde(PVC)
Working Temperature:-107 to 801C
Flammability:UL94 V2

Standard Color:Black
Certification:ROHS

Cutting Tool:Pliers

2 8 @ W &
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Hook and Loop Cable Tie Roll
Feactures

1.High quality cable ties

2 Reusable over 1000 times, durable

J.Heavy duty reliable

4 Very easy to find the line saving time and effort

5 Nylon construction will not degrade or Interfere with data transmission
6.No sharp edges as found on trimmed cable ties

DATA SHEET

e
THICKNESS

INCH (M/SPOOL)

MJ-HLCT-N1025 10mm 38" Material:Nylom

MJ-HLCT-N1225  12.5mm 12 Style:Back to Back

MJ-HLCT-N1625 16mm 5/8" Working Temperature:-407 to 1307
MJ-HLCT-N2025  20mm 3/4" Tensile Strength:45 Lbs ( 20kgs )
MJ-HLCT-N2525 25mm 1" i Flammability:None

MOERCTNeleby g i o 10m/spool Standard Color:Black, White
MJ-HLCT-N3825  38mm -1z it Certification:ROHS, Reach, Oeko-Tex100
MJ-HLCT-N5025  50mm 2"

MJ-HLCT-N6025  60mm 2-2/5" — ey

MJ-HLCT-N7525  75mm 3" Rg @u @ @
MJ-HLCT-N8025  80mm 3-1/5" S

MJ-HLCT-N1002¢  100mm 4
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Self Adhesive Hook and Loop
Feactures |

1.Widely application

2 .Strong adhesive, super Stickability
J.Decent sizes & lengths

4 Powerful holding ability

5.Can be used over 10 000 times.

6 High temperature and water resistant

DATA SHEET

THICKNESS

-
=20

Physical Properties

PART NO (MM)

MJ-HLCT-A1025 10mm 38" Material:Nylon, Nylon+Polyester
MJ-HLCT-A1225  12.5mm 12" Adhesive Style:High Temperature Hot Melt Arcylic, 3M
MJ-HLCT-A1625 16mm 5/8" Working Temperature:-107C to 80°C
MJ-HLCT-A2025 20mm 34" Flammability:None
MJ-HLCT-A2525  25mm 17 SHrisicol Standard Color:Black White
MJ-HLCT-A3025  30mm 1-1/4" e 10m/spool Certification:ROHS, Reach, Oeko-Tex100
MJ-HLCT-A3825  38mm 1-1/2" Sm/spaol

3mispool
MJ-HLCT-AS025 50mm 2"

" HALOGEN

MJ-HLCT-A6025  60mm 2-2/5" FREE s B,, %
MJ-HLCT-A7525  75mm 5 S
MJ-HLCT-AB025  80mm 3-1/5"
MJ-HLCT-A10025  100mm 4"
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Hook and Loop Cinch Strap
Feactures

1.Lightweight and easy connection with strong fastener.

2 Fully adjustable along strap length. The cable ties are easy to
remove or replace due to the self-adhesive design closure.

J.Hook and loop fastening wrap strap with plastic buckle end.

J.0ur cable ties can quickly secure your cable runs for your audio/video
equipment stack computer desk or networking closet etc.

4 Can be used with all types of cables such as Speaker cables, TV cables, USB
cables Power cables Computer cables, Cell Phone chargers Audio cables etc.

5. Available for different sizes, allow for easy insertion and tightening of straps.

Custom Size

Custom Logo

Available

&

Physical Properties

Material:Nylon, Nylon+Polyester

Adhesive Style:High Temperature Hot Melt Arcylic, 3M
Working Temperature:-407 to 130T
Flammability:None

Standard Color:Black White

Certification:ROHS, Reach, Oeko-Tex100

49 8 @ W &
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Contact Us

G)
198 T UM 2%
Xiamen MJ Industrial Tech Co.,Ltd
Add:NO 62-3,Lian Hua She,Lian Hua Community,Dongfu S
Dist,Xiamen,Fujian,China 361027
Tel:86-592-6053775
Mob:86-18059898415 d
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